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System drawings
Surface

Drawing no.: CPS-I+-1801

Height differences between fleece overlaps are exaggerated

Primer

Substrate

Coating

System design – Detail A

Finish

See substrate pre-treatment

Triflex Than RG 568+
filled with quartz sand 0.1–0.4 mm
dressed with quartz sand 0.3–0.8 mm

Triflex Pox Finish 173+

Detail A
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System drawings
Wall junction

Drawing no.: CPS-I+-1802

Height differences between fleece overlaps are exaggerated

Primer

Substrate

Coating

Detail waterproofing

System design – Detail B

Finish

Triflex Than RG 568+
filled with quartz sand 0.1–0.4 mm
dressed with quartz sand 0.3–0.8 mm

Triflex Than R 557 thix,  
reinforced with  
Triflex Special Fleece

Triflex Pox Finish 173+

See substrate pre-treatment

Detail B
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System drawings
Settlement joint

Drawing no.: CPS-I+-1803

Height differences between fleece overlaps are exaggerated

Primer

Substrate

Coating

Detail waterproofing

System design – Detail B

Finish

Triflex Than RG 568+
filled with quartz sand 0.1–0.4 mm
dressed with quartz sand 0.3–0.8 mm

Triflex Than R 557 thix,  
reinforced with  
Triflex Special Fleece

Triflex Pox Finish 173+

See substrate pre-treatment
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System drawings
Kerb

Drawing no.: CPS-I+-1804

Height differences between fleece overlaps are exaggerated

Primer

Substrate

Coating

Detail waterproofing

System design – Detail B

Finish

Triflex Than RG 568+
filled with quartz sand 0.1–0.4 mm
dressed with quartz sand 0.3–0.8 mm

Triflex Than R 557 thix,  
reinforced with  
Triflex Special Fleece

Triflex Pox Finish 173+

See substrate pre-treatment

min. 5 cm min. 5 cm

Cover plate,  
bonded with  
Triflex Cryl Paste

Finish with  
Triflex Pox Finish 173+

Detail B
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System drawings

Drawing no.: CPS-I+-1805

Height differences between fleece overlaps are exaggerated

Gully / Gutter

Primer

Substrate

Coating

Detail waterproofing

System design – Detail B

Finish

Triflex Than RG 568+
filled with quartz sand 0.1–0.4 mm
dressed with quartz sand 0.3–0.8 mm

Triflex Than R 557 thix,  
reinforced with  
Triflex Special Fleece

Triflex Pox Finish 173+

See substrate pre-treatment

min. 5 cm min. 5 cm

Detail waterproofing embedded 
approx. 3 mm in the substrate

Detail B



Interior deck coating system (OS 11b)

Triflex CPS-I+

Triflex GmbH & Co. KG | Karlstrasse 59 | 32423 Minden | Germany | Fon +49 571 38780-0 | Fax +49 571 38780-738 | info@triflex.com | www.triflex.com | 01/2016

System drawings

* Omission of coating and finish (see system description)

Drawing no.: CPS-I+-1806

Height differences between fleece overlaps are exaggerated

Construction joint

Filled with Triflex Than RG 568+ 
without quartz sand filling and 
dressing

Joint waterproofing embedded 
approx. 3 mm in the substrate

Detail B

max. 2,5 cm*

approx. 15 cm

Primer

Substrate

Coating

Detail waterproofing

System design – Detail B

Finish

Triflex Than RG 568+
filled with quartz sand 0.1–0.4 mm
dressed with quartz sand 0.3–0.8 mm

Triflex Than R 557 thix,  
reinforced with  
Triflex Special Fleece

Triflex Pox Finish 173+

See substrate pre-treatment
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System drawings

* Omission of coating and finish (see system description)

Drawing no.: CPS-I+-1807

Height differences between fleece overlaps are exaggerated

Settlement joint surface System design – Detail C

Joint waterproofing

Joint waterproofing

Primer

Substrate

Coating

Finish

2nd loop  
Triflex Special Fleece saturated 
with Triflex Than R 557 thix

1st loop  
Triflex Special Fleece saturated 
with Triflex Than R 557 thix

See substrate pre-treatment

Triflex Than RG 568+
gefüllt mit Quarzsand 0,1–0,4 mm
abgestreut mit Quarzsand 0,3–0,8 mm

Triflex Pox Finish 173+

*

min. 3 cm min. 10 cmmin. 10 cm

Detail C

Triflex Support Strip,  
bonded with Triflex Cryl Paste

Round sealing band

Filled with Triflex FlexFiller

Joint waterproofing embedded  
approx. 5 mm in the substrate
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System drawings
Settlement joint – wall junction

* Omission of coating and finish (see system description)

Drawing no.: CPS-I+-1808

Height differences between fleece overlaps are exaggerated

System design – Detail C

Joint waterproofing

Joint waterproofing

Primer

Substrate

Coating

Finish

2nd loop  
Triflex Special Fleece saturated 
with Triflex Than R 557 thix

1st loop  
Triflex Special Fleece saturated 
with Triflex Than R 557 thix

See substrate pre-treatment

Triflex Than RG 568+
gefüllt mit Quarzsand 0,1–0,4 mm
abgestreut mit Quarzsand 0,3–0,8 mm

Triflex Pox Finish 173+

Detail E/F

Triflex Support Strip,  
bonded with Triflex Cryl Paste

Round sealing band

Filled with Triflex FlexFiller

Joint waterproofing embedded 
approx. 5 mm in the substrate
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