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Crack Dressing, version 1

Drawing no.: Crack Dressing-1001

System drawings

Waterproofing embedded  
approx. 5 mm in the substrate

Stop approx. 5 mm deep,  
fill with Triflex Primer

Detail

min. 20 cm

Primer

Substrate

System set-up – Detail

See Substrate pre-treatment

Waterproofing
Triflex ProPark reinforced with 
Triflex Special Fleece

Wearing layer Triflex Cryl M 264
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Crack Dressing, version 2

Drawing no.: Crack Dressing-1002

System drawings

Detail

min. 20 cm

Primer

Substrate

System set-up – Detail

See Substrate pre-treatment

Waterproofing
Triflex ProPark reinforced with 
Triflex Special Fleece

Wearing layer Triflex Cryl M 264



Partial waterproofing system (OS 10)

Triflex Crack Dressing

Triflex GmbH & Co. KG | Karlstrasse 59 | 32423 Minden | Germany | Fon +49 571 38780-0 | Fax +49 571 38780-738 | info@triflex.com | www.triflex.com | 09/2019

Crack Dressing, version 3

Drawing no.: Crack Dressing-1003

System drawings

Existing coating

Substrate

System set-up – Detail

Waterproofing
Triflex ProPark reinforced with 
Triflex Special Fleece

Detail

min. 20 cm


