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Prefabricated marking

Triflex Tactile Marking

Ambient temperature: +5 °C to +25 °C
Substrate temperature: +5 °C to +25 °C

Preparation:
The substrate must be dry, clean and free of dust, oil, grease and other 
contaminants. Adhesion tests should be carried out if in any doubt. The fine 
mortar layer/concrete slurry must be removed from concrete or cement-bound 
substrates.

Sufficiently protect adjacent areas using adhesive tape.

Triflex Than Primer L 1K
Triflex Than Primer L 1K is used as a primer on absorbent and solvent-resistant 
substrates such as concrete.

Preco Cryl Cold Plastic 2K
Spread the cold plastic on the designated surface with a notched trowel.  
Large uneven areas must first be levelled out using the cold plastic.

Triflex Tactile Marking
Prior to bonding, the back of the tiles with ribs or raised dots must be cleaned 
using Triflex Cleaner MW. Leave to air-dry for approx. 2–3 min and then lay and 
press the tiles into the fresh adhesive bed.

We guarantee the consistently high quality of our products.  
Non-Triflex products must not be used with Triflex systems.

The advice we give in relation to the application of our products is based on 
extensive development and many years of experience, and is correct to the best 
of our knowledge. Given the multitude of on-site requirements, under the most 
varied of conditions, the user is required to test the product’s suitability for its 
respective purpose. Technical information is subject to change without notice in 
the interests of technical advancement or enhancement of our products.

Conditions for use

Processing instructions

General notes

Product information

Triflex Tactile Markings are primarily used on train platforms and pedestrian 
crossings, and act as a warning signal for the blind.

The prefabricated Triflex Tactile Marking is based on fully cured PMMA 
resin tiles and can be bonded to asphalt and concrete substrates using 
Preco Cryl Cold Plastic 2K.

The product offers the following features:

 � Quick to apply
 � Bonds to almost all substrates
 � Durable
 � Good visibility
 � Flexible
 � Weather-resistant
 � For indoor and outdoor use 
 � Strong tactile quality
 � Excellent acoustic feedback
 � Resistant to frost and de-icing salt
 � Conforms to DIN 32984
 � Non-slip material surface tested according to DIN 51130 or ASR 1.5/1,2  

and DIN 51097

Triflex Tactile Marking:
300 mm x 300 mm Tiles with raised dots
600 mm x 300 mm Tiles with raised dots

300 mm x 300 mm Tiles with ribs
600 mm x 300 mm Tiles with ribs

9010 White
Other colours on request.

Can be stored for approx. 12 months in a dry place above freezing at 
temperatures of +5 °C to +35 °C. Keep the packaging away from direct sunlight, 
even on the construction site.

Properties

Pack size

Colours

Storage

Applications
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Prefabricated marking

Triflex Tactile Marking

Product description

With Triflex Tactile Markings, tactile markings for the blind in the form of ribs or 
raised dots (so-called warning markings) can be applied quickly and easily. The 
very quick drying times mean that additional building costs and public transport 
delays are reduced to a minimum. Train platforms, areas at public transport 
stops and crossings at traffic lights must only be closed for a very short period. 
The standard dimensions are suitable for both indoor and outdoor use, and can 

be easily cut to length if necessary. The Triflex Tactile Marking complies with 
DIN 32984 for tactile paving for public areas and has a strong and long-lasting 
tactile quality as well as excellent acoustic feedback. The non-slip properties of 
the Triflex Tactile Marking are tested according to DIN 51130 / ASR A1.5/1,2 
and DIN 51097.


